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Subpart 111.01—General

§111.01-1 General.

(a) Electric installations on vessels
must ensure:

(1) Maintenance of services necessary
for safety under normal and emergency
conditions.

(2) Protection of passengers, crew,
other persons, and the vessel from elec-
trical hazards.

(3) Maintenance of system integrity
through compliance with the applica-
ble system requirements (IEEE, NEC,
IEC, etc.) to which plan review has
been approved.

(b) Combustible material should be
avoided in the construction of elec-
trical equipment.

[CGD 74-125A, 47 FR 15236, Apr. 8, 1982, as
amended by CGD 94-108, 61 FR 28275, June 4,
1996; 62 FR 23907, May 1, 1997]

§111.01-3 Placement of equipment.

(a) Electric equipment must be ar-
ranged, as far as practicable, to pre-
vent mechanical damage to the equip-
ment from the accumulation of dust,
oil vapors, steam, or dripping liquids.

(b) Apparatus that may arc must be
ventilated or be in ventilated compart-
ments in which flammable gases, acid
fumes, and oil vapors cannot accumu-
late. Skylights and ventilators must be
arranged to prevent flooding of the ap-
paratus.

§111.01-5 Protection from bilge water.

Each of the following in or around
the bilge area must be arranged or con-
structed so that it cannot be damaged
by bilge water:

(a) Generators.

(b) Motors.

(c) Electric coupling.

(d) Electric cable.

[CGD 94-108, 61 FR 28275, June 4, 1996]

§111.01-7 Accessibility and spacing.

(a) The design and arrangement of
electric apparatus must afford acces-
sibility to each part as needed to facili-
tate proper inspection, adjustment,
maintenance, or replacement.
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